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1
PULSE WIDTH MODULATED OUTPUTS FOR
AN OUTPUT MODULE IN AN INDUSTRIAL
CONTROLLER

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of Ser. No. 13/443,623,
filed on Apr. 10, 2012, which, in turn, claims priority to the
following U.S. provisional applications, each filed Apr. 11,
2011: Ser. Nos. 61/474,027; 61/474,042; 61/474,054;
61/474,073. The entire contents of each of the above-refer-
enced applications are incorporated herein by reference.

BACKGROUND OF THE INVENTION

The subject matter disclosed herein relates generally to
industrial control networks for controlling machines and
industrial processes and, more specifically, to an output mod-
ule receiving data from other nodes in the network and pro-
viding signals to control actuators or other devices on the
machine or process.

Industrial controllers are special purpose computers used
for controlling factory automation and the like. Industrial
controllers typically execute a control program highly cus-
tomized to a particular control application. Special control
languages, such as “relay ladder logic” are normally used to
facilitate programming of the device. Under the direction of
the stored program, a processor of the industrial controller
periodically examines the state of input devices and updates
the state of output devices. In order to ensure predictable
control of a machine or process, the control program must be
highly reliable and deterministic, that is, executing at well-
defined time periods.

As industrial processes grow in complexity, an increasing
number of devices are being connected to the industrial con-
troller. The devices are often distributed about a machine or
along a process line. The increasing number of devices and
distribution of these devices about the machine require more
complex control programs. Thus, it would be desirable to
provide output modules that are configured to simplify setup
and commissioning, thereby reducing the time and expense
involved in developing the industrial control system.

An industrial network is typically used to connect the dis-
tributed devices and to allow data to be transmitted between
the devices. However, the increasing number of devices
requires an increased volume of communications between
those devices. Further, various scan rates on the controller and
remote modules as well as transmission delays between
devices introduce further challenges to maintain the high
reliability and deterministic nature of the control programs.
Thus, it would be desirable to provide output modules that are
configured to reduce the delay times in communications
between devices in order to maintain the high reliability and
deterministic nature of the control programs.

It may be desirable to generate a pulse width modulated
(PWM) signal at one or more of the output terminals. The
PWM signal alternates between an on state and an off state
during a defined time period. The duration at which the output
is in the on state may be varied within the time period to vary
a commanded magnitude between zero and one hundred per-
cent. Alternately, the PWM signal may be output at a fixed
duration, such as a 50% duty cycle, in response to an input
signal. Thus, the PWM output signal may be used to vary the
duty cycle of a controlled process or to initiate a repeated
process in response to a desired initial condition being
detected at an input.
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However, generating a PWM output signal has not been
met without certain limitations. Providing the PWM output
signal has required the end user to create a program executing
on the processor. Further, the processor monitors the input
signals, transmitted via a network from a remote location,
processes the inputs, and generates a PWM output signal. The
PWM output signal typically requires a fixed time period.
Transmission, scanning, and processing delays, may result in
either additional pulses being generated or desired pulses
being dropped in response to input signals. If multiple PWM
output signals exist on the same output module, they are
turned on at the start of the period and remain on for their
respective desired percentage of the period, or duty cycle.
However, turning on each of the outputs at the same time
results in maximum loading of the output module. Thus, it
would be desirable to provide an output module that generates
a PWM output signal, addressing the aforementioned limita-
tions.

BRIEF DESCRIPTION OF THE INVENTION

The subject matter disclosed herein describes an output
module for an industrial controller that is configurable to
simplify setup and commissioning. The output module
includes configurable PWM outputs that may be scheduled to
start at different times within the PWM period, that may be
configured to generate a fixed number of PWM pulses, and
that may have an extendable PWM period. The output termi-
nals are configurable to enter a first state upon generation of a
fault and further configurable to enter a second state after a
configurable time delay following the fault being generated.
The output module may receive inputs signals directly from
another module and set output signals at the terminals respon-
sive to these signals.

According to one embodiment of the invention, an output
module for an industrial controller includes a plurality of
output terminals configured to generate an output signal and
a memory device configured to store a series of instructions
and a plurality of configuration parameters. The configuration
parameters define at least one pulse width modulated wave-
form. A processor is configured to execute the series of
instructions to read the configuration parameters, generate at
least one pulse width modulated output waveform as a func-
tion of the configuration parameters, and output each pulse
width modulated waveform at one of the output terminals.

According to another aspect of the invention, a scheduling
module may be stored in the memory device and the proces-
sor further configured to execute the scheduling module to
assign the start of the on time for at least one of the pulse width
modulated waveforms at a first time within the PWM period
and at least one of the pulse width modulated waveforms at a
second time within the PWM period. The start of the on time
for a second pulse width modulated waveform is set equal to,
or shortly after, the end of the on time for a first pulse width
modulated waveform.

According to still other aspects of the invention, the output
module may include configuration parameters which define a
fixed number of pulses to be generated, and the processor
generates at least one of the pulse width modulated wave-
forms having the fixed number of pulses in response to an
input signal. The output module may include configuration
parameters which define a minimum on time, a period of the
pulse width modulation waveform, and a variable on time.
The processor is further configured to execute the instructions
to compare the variable on time to the minimum on time,
generate a first pulse width modulated output waveform as a
function of the configuration parameters if the variable on
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time is greater than or equal to the minimum on time, and
generate a second pulse width modulated output waveform as
a function of the configuration parameters if the variable on
time is less than the minimum on time.

According to another embodiment of the invention, an
output module for an industrial controller includes a plurality
of output terminals configured to generate an output signal
and a memory device configured to store a series of instruc-
tions and a plurality of configuration parameters. A processor
is configured to execute the series of instructions to read the
configuration parameters, detect a fault condition, place each
of the plurality of outputs in a first fault state as a function of
the fault condition and the configuration parameters, delay for
atime as a function of the configuration parameters, and place
each of the plurality of outputs in a second fault state as a
function of the fault condition and the configuration param-
eters.

According to yet another embodiment of the invention, an
output module for an industrial controller is disclosed. The
industrial controller includes a central processor, at least one
output module, and at least one input module. The output
module includes a plurality of output terminals configured to
generate an output signal, a first interface for receiving con-
trol data from the central processor, and a second interface for
receiving the status of at least one input signal from the input
module. The second interface does not pass through the cen-
tral processor. A memory device is configured to store a series
of instructions, and a processor is configured to execute the
series of instructions to generate the output signals for each
output terminal as a function of the control data from the
central processor and of the status of the at least one input
signal from the input module.

These and other advantages and features of the invention
will become apparent to those skilled in the art from the
detailed description and the accompanying drawings. It
should be understood, however, that the detailed description
and accompanying drawings, while indicating preferred
embodiments of the present invention, are given by way of
illustration and not of limitation. Many changes and modifi-
cations may be made within the scope of the present invention
without departing from the spirit thereof, and the invention
includes all such modifications.

BRIEF DESCRIPTION OF THE DRAWINGS

Various exemplary embodiments of the subject matter dis-
closed herein are illustrated in the accompanying drawings in
which like reference numerals represent like parts through-
out, and in which:

FIG.11s a schematic representation of an exemplary indus-
trial control network incorporating an output module accord-
ing to one embodiment of the invention;

FIG. 2 is a block diagram representation of a portion of the
exemplary industrial control network of FIG. 1;

FIG. 3 is a flowchart illustrating the steps in a scheduling
module to stagger the start of on times for multiple pulse
width modulated output points;

FIG. 4 is a graphical representation of a staggered schedule
of'on times for multiple pulse width modulated output points;

FIG. 5 is a graphical representation of a pulse width modu-
lated output generating a fixed number of pulses to avoid
additional pulse generation;

FIG. 6 is a graphical representation of a pulse width modu-
lated output generating a fixed number of pulses to avoid
dropping pulses;
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FIG. 7 is a graphical representation of extending the period
of a pulse width modulated output to extend the range of
signals generated at the output;

FIG. 8 is a flowchart illustrating the steps in generating a
pulse width modulated output signal according to an exem-
plary embodiment of the invention;

FIG. 9 is a block diagram representation of an output
module receiving input image data directly from an input
module in the control network;

FIG. 10 is an exemplary set of programming instructions in
ladder logic format to generate output signals for an output
module according to one embodiment of the present inven-
tion;

FIG. 11 is an exemplary screen for an operator interface to
configure an output module according to one embodiment of
the present invention;

FIG. 12 is an exemplary profile for a PWM or PTO output
stored in an output module according to one embodiment of
the present invention;

FIG. 13 is an exemplary PWM waveform generated as a
result of the profile of FIG. 12; and

FIG. 14 is an exemplary PTO waveform generated as a
result of the profile of FIG. 12.

In describing the various embodiments of the invention
which are illustrated in the drawings, specific terminology
will be resorted to for the sake of clarity. However, it is not
intended that the invention be limited to the specific terms so
selected and it is understood that each specific term includes
all technical equivalents which operate in a similar manner to
accomplish a similar purpose. For example, the word “con-
nected,” “attached,” or terms similar thereto are often used.
They are not limited to direct connection but include connec-
tion through other elements where such connection is recog-
nized as being equivalent by those skilled in the art.

DETAILED DESCRIPTION

Turning initially to FIG. 1, an exemplary industrial control
network includes a pair of industrial controllers 10. As illus-
trated, the industrial controller 10 is modular and may be
made up of numerous different modules connected together
in a rack or mounted to a rail. Additional modules may be
added or existing modules removed and the industrial con-
troller 10 reconfigured to accommodate the new configura-
tion. Optionally, the industrial controller 10 may have a pre-
determined and fixed configuration. Each of the illustrated
industrial controllers 10 includes a power supply module 12,
processor module 14, and network module 16. Each indus-
trial controller 10 is further shown with two additional mod-
ules 18 that may be selected according to the application
requirements and may be, for example, analog or digital input
or output modules.

One or more operator interfaces 20 may be connected to the
industrial control network. Each operator interface 20 may
include a processing device 22, input device 24, including,
but not limited to, a keyboard, touchpad, mouse, trackball, or
touch screen, and a display device 26. It is contemplated that
each component of the operator interface may be incorpo-
rated into a single unit, such as an industrial computer, laptop,
or tablet computer. It is further contemplated that multiple
display devices 26 and/or multiple input devices 24 may be
distributed about the controlled machine or process and con-
nected to one or more processing devices 22. The operator
interface 20 may be used to display operating parameters
and/or conditions of the controlled machine or process,
receive commands from the operator, or change and/or load a
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control program or configuration parameters. An interface
cable 28 connects the operator interface 20 to one of the
industrial controllers 10.

The industrial controllers 10 are connected to other devices
by one or more networks according to the application require-
ments. As illustrated, an interface cable 30 directly connects
each of the processor modules 14. A redundant network
topology is established by connecting the network interface
module 16 of both industrial controllers 10 to each of a pair of
switches 34 by a network cable 32. Each switch 34 is con-
nected to one of a pair of remote racks 40 by a suitable
network cable 36, 38. It is contemplated that the interface
cable 30 or any of the network cables 32, 36, 38 may be a
custom cable configured to communicate via a proprietary
interface or may be any standard industrial network, includ-
ing, but not limited to, Ethernet/IP, DeviceNet, or ControlNet.
Each network module 16 and switch 34 is configured to
communicate according to the protocol of the network to
which it is connected and may be further configured to trans-
late messages between two different network protocols.

Each remote rack 40 may be positioned at varying posi-
tions about the controlled machine or process. As illustrated,
each remote rack 40 is modular and may be made up of
numerous different modules connected together in a rack or
mounted to a rail. Additional modules may be added or exist-
ing modules removed and the remote rack 40 reconfigured to
accommodate the new configuration. Optionally, the remote
rack 40 may have a predetermined and fixed configuration. As
illustrated, each remote rack 40 includes a pair of network
modules 42, each network module 42 connected to one of the
redundant networks, an input module 44, and an output mod-
ule 46. Each of the input modules 44 is configured to receive
input signals 45 from controlled devices 50, and each of the
output modules 46 is configured to provide output signals 47
to the controlled devices 50. Optionally, still other modules
48 may be included in the remote rack 40. It is understood that
the industrial control network, industrial controller 10, and
remote racks 40 may take numerous other forms and configu-
rations without deviating from the scope of the invention.

Referring next to FIG. 2, a portion of the exemplary indus-
trial control network of FIG. 1 is illustrated in block diagram
form. Due to factors such as the increasingly distributed
nature of the control network and the increasing capability
and reduced cost of processing devices, it is contemplated
that each of the nodes in the network may include a processor
70-75 and a memory device 90-95. The processors 70-75 are
configured to execute instructions and to access or store oper-
ating data and/or configuration parameters stored in the cor-
responding memory device 90-95. The processors 70-75 may
be any suitable processor according to the node requirements.
Itis contemplated that processors 70-75 may include a single
processing device or multiple processing devices executing in
parallel and may be implemented in separate electronic
devices or incorporated on a single electronic device, such as
a field programmable gate array (FPGA) or application spe-
cific integrated circuit (ASIC). Similarly, the memory devices
90-95 may be a single device, multiple devices or may be
incorporated in part or in whole within the FPGA or ASIC.
Each of'the nodes also includes a clock 80-85, and each clock
80-85 is preferably synchronized with the other clocks 80-85
according to, for example, the IEEE-1588 clock synchroni-
zation standard. Communication between nodes mounted in
the same rack or contained within a single housing occurs via
abackplane 62 and a corresponding backplane connector 60.
Nodes communicating via network media 28, 32, 36 include
ports 100-103 configured to process the corresponding net-
work protocol. Each input module 44 includes input terminals
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6

110 configured to receive the input signals 45 from the con-
trolled devices 50. The input module 44 also includes any
associated logic circuitry 114 and internal connections 112,
116 required to process and transfer the input signals 45 from
the input terminals 110 to the processor 74. Similarly, each
output module 46 includes output terminals 120 configured to
transmit the output signals 47 to the controlled devices 50.
The output module 46 also includes any associated logic
circuitry 124 and internal connections 122, 126 required to
process and transfer the output signals 47 from the processor
75 to the output terminals 120.

According to one aspect of the invention, the output mod-
ule 46 is configurable to generate a PWM output signal at one
or more of the output terminals 120. Configuration param-
eters are stored in the memory device 95. The configuration
parameters may be modified via the operator interface 20 and
network connections. Optionally, the configuration param-
eters may be preset in a remote programming environment
and loaded into the memory device. As still another option,
the configuration parameters may be modified by the control
program during execution, adjusting the PWM output signal
according to the operating conditions. Referring to FIG. 11,
an exemplary configuration window for an output module 46
having sixteen output terminals 120 is illustrated. Each output
terminal 120 is defined as a point from O to 15. The PWM
configuration portion 310 of the window includes five col-
umns, corresponding to five configuration parameters, sepa-
rately configurable for each of the output terminals 120. The
enable column 312 is used to select whether the correspond-
ing output terminal 120 will generate a PWM output. The
extend cycle column 314 is used to select how the PWM
waveform generated for the corresponding output terminal
120 responds to a commanded on time less than the minimum
on time as discussed in more detail below. The on time in %
column 316 selects whether the on time is to be specified as a
percentage of the total PWM period or as an actual duration
given in seconds. The minimum on time column 320 defines
the minimum on time for the corresponding output terminal
120 during each PWM period. The stagger outs column 318 is
used to indicate whether a scheduling module executing on
the processor 75 is used to vary the start of the on time for the
corresponding output terminal 120 with respect to other out-
put terminals 120 generating PWM outputs.

The scheduling module executes as illustrated in the flow-
chart 150 of FIG. 3. Output modules 46 may be configured to
have different numbers of output terminals 120, including but
not limited to eight, sixteen, or thirty-two output terminals per
output module 46. The scheduling module executes each of
the steps 152-176 in FIG. 3 for each output terminal 120 on
the output module 46. The scheduling module may be con-
figured to run a single time upon startup, based on a user
input, for example, during initial commissioning, or at a peri-
odic interval to adjust the PWM schedule according to the
requirements of the controlled machine or process. At step
154, the scheduling module reads the configuration param-
eters from the memory device 95 to determine whether the
output terminal 120 is configured to generate a PWM signal.
If the output terminal 120 is not configured to generate a
PWM signal, the scheduling module ends for that terminal
120. If the output terminal 120 is configured to generate a
PWM signal, the scheduling module next reads the configu-
ration parameters from the memory device 95 to determine
whether the start time for that output terminal 120 is to be
staggered, as shown at step 156. According to step 158, if the
start time for the PWM signal of that output terminal 120 is
not staggered, then the on time begins at the start of the PWM
period, T.
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If the start time for the PWM signal of that output terminal
120 is staggered, the scheduling module then determines at
what point within the period, T, that the output signal 47
generated by that output terminal 120 turns on. If the output
terminal 120 is the first terminal 120 on the output module 46
configured to generate a PWM output, then the start time for
the PWM signal is the start of the PWM period, as shown in
steps 160 and 162. For each subsequent output terminal 120
on the output module 46 configured to generate a PWM
output, the start time for the PWM signal is the next start time
as shown in steps 160 and 164 where the next start time is
determined at step 166. The next start time is set equal to the
end time of the current PWM signal, such that the on time for
the second output terminal 120 configured to generate a
PWM signal begins when the on time for the first output
terminal 120 configured to generate a PWM signal ends.
Optionally, the next start time may be set for a short time, such
as fifty microseconds, after the end time of the current PWM
signal, providing time for the prior output terminal 120 to turn
fully off. At step 168, the scheduling module determines
whether the next start time is scheduled beyond the end of the
period, T, of the present PWM cycle. If so, the scheduling
module may be configured to either reset the next start time to
the start of the PWM cycle, as shown in steps 170 and 172, or
to schedule a portion of the on time at the end of the PWM
cycle and roll the remaining portion of the on time back to the
beginning of the PWM cycle as shown in steps 170 and 174.

According to one embodiment of the invention, the sched-
uling module is configured to execute at the start of each
PWM cycle. For applications in which different output ter-
minals have periods of varying duration, the scheduling mod-
ule staggers the start time of PWM signals for each output
terminal having the same period. Optionally, if two periods
are integral multiples of each other, the scheduling module
may stagger the start of each set of output terminals having a
period that starts at the same time. Executing the scheduling
module at the start of each PWM period permits the scheduled
start time for PWM signals to vary as the duty cycle of the
PWM signal varies.

Referring also to FIG. 4, an exemplary PWM schedule is
illustrated for eight output terminals, PtO-Pt7, of an output
module 46. Each of the output points, PtO-Pt7, is configured
to generate a PWM output, but only output terminals, Pt0,
Ptl, and Pt3-Pt7 are configured to stagger the start of the on
time for the respective PWM output. The on time, t_,,, of the
first output terminal, Pt0, begins at the start of the PWM
period, T. The on time, t_,, of the second output terminal, Pt1,
begins at time 130, corresponding to the end of the on time,
t,,,, of the first output terminal, Pt0. Because the third output
terminal, Pt2, does not have a staggered start time, the on
time, t,,,, for the third output terminal, Pt2, begins at the start
of the PWM period, T. The fourth output terminal, Pt3, is
configured to have a staggered start time and, therefore, the on
time, t,,,, of the fourth output terminal, Pt3, begins at time 132
corresponding to the end of the on time, t_,, of the second
output terminal, Pt1. Because the end of the on time, t_,,, for
the fifth output terminal, Pt4, corresponds to the end of the
PWM period, T, the start of the on time, t_,, for the sixth
output terminal, Pt5, corresponds to the start of the PWM
period, T. The eight output terminal, Pt7, illustrates one
option for the scheduling module to handle an on time, t_,,
that begins at the end of the on time, t_,,, for the prior output
terminal, Pt6, and then extends beyond the end of the PWM
period, T. According to the illustrated embodiment, a portion
of'the firstontime, t_,, is executed at the start of the first PWM
period, T, with the remainder of the on time, t,,,, executing at
the end of the first PWM period, T. Although the subsequent
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periods, T, divide the on time, t,,,,, in a similar manner, the end
result is the appearance of the on time, t_,, for the eighth
output terminal, Pt7, extending between two periods, T.
Optionally, the start of the on time, t_,,, for the eighth output
terminal, Pt7, may be set to the start of the PWM period, T,
and any subsequent output terminal begin from the end of the
on time, t_,, for that terminal.

Referring next to FIGS. 5 and 6, the output module 46 may
be configured to generate the PWM waveform at an output
terminal 120 responsive to a command signal, CMD. The
command signal may be generated by the control program
executing in the processor module 14 as a function of one or
more input signals 45 or internal states, for example, a counter
done bit. Optionally, the command signal, CMD, may be
generated as a function of a portion of the control program
executing on the processor 75 at the output module 46 as
described in more detail below with respect to peer-to-peer
communications.

In certain applications, it is desirable to generate a fixed
number of pulses of the PWM waveform rather than provid-
ing a continuous PWM output while the command signal is
active. For example, a square object may reach a work station,
setting an input for a proximity switch or any other such
detection device that indicates the object is in position. The
process may require that an action (e.g., printing, stamping,
inspecting, drilling, etc. . . . ) be performed on each side of the
object. The PWM output may be used to energize an actuator
that performs the action during the on time of the PWM
waveform. An indexing device then rotates the square object
during the off time of the PWM waveform such that the next
side is in position at the next on time. However, if the input
signal is remote from the controller, delay times are inherent
in the control system, for example, scan times of the remote
1/O rack and of'the input image at the controller, transmission
times between the remote I/O rack and the controller, pro-
cessing delays of the controller, and update delays in setting
the command in the output image. The delays may resultin an
additional pulse causing one side of the object to be acted
upon a second time or in a pulse being dropped causing one
side of the object to not be acted upon. Therefore, it would be
desirable to control the PWM waveform to generate a fixed
number of output pulses (i.e., four (4) in the exemplary pro-
cess).

Referring to FIG. 5, the output module 46 is configured to
output four pulses in response to the command signal becom-
ing active. A single PWM waveform, having a fixed on time,
is illustrated as being output on the first output channel, Pt0.
Responsive to the command signal, CMD, becoming active a
pulse is generated during each of the first period 180, second
period 182, third period 184, and fourth period 186. However,
as illustrated, the command signal remains on beyond the end
of'the fourth period 186. A configuration parameter stored in
the memory device 95 may be set or reset to enable or disable,
respectively, a cycle limit for the PWM waveform. If set, a
second configuration parameter stores a number of pulses
output by the PWM waveform in response to the command
signal being active. As illustrated in FIG. 5, the number of
pulses is set to four. When the command signal remains on
into the fifth period and ifthe cycle limit configuration param-
eter is set, no additional pulse is generated. Upon removal of
the command signal, the cycle limit is reset, readying the
output, Pt0, to generate four additional pulses the next time
the command signal becomes active. Alternately, if the con-
figuration parameter for cycle limit is disabled and the com-
mand signal remained on into the fifth period, the output, Pt0,
would generate a fifth pulse and continue to generate pulses
until the command signal is deactivated.
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Referring to FIG. 6, the output module 48 is again config-
ured to output four pulses in response to the command signal
becoming active. A single PWM waveform, having a fixed on
time, is illustrated as being output on the first output channel,
Pt0. Responsive to the command signal, CMD, becoming
active a pulse is generated during each of the first period 180,
second period 182, third period 184, and fourth period 186.
However, as illustrated, the command signal turned off before
the start of the fourth period 186. A configuration parameter
stored in the memory device 95 may be set or reset to enable
or disable, respectively, executing each of the desired cycles
set in the configuration parameter that stores the a number of
pulses to be output by the PWM waveform in response to the
command signal being active. As illustrated in FIG. 6, the
number of pulses is set to four. Despite the command signal
turning off prior to the start of the fourth period 186, if the
execute all cycles configuration parameter is enabled, the
fourth pulse is still generated. Upon completion of the fourth
pulse, the cycle limit is reset, readying the output, Pt0, to
generate four additional pulses the next time the command
signal becomes active. Alternately, if the configuration
parameter for executing all cycles is disabled, the output, Pt0,
would only generate three pulses, stopping the PWM output
signal when the command signal is deactivated.

In certain applications, the output module 48 may be con-
figured to generate a PWM waveform having a variable dura-
tion on time. However, there is often a practical limit to the
minimum on time that a PWM waveform may have. For
example, a burner may need to be on for several to tens of
seconds before increasing the temperature of the object being
heated. Similarly, even fast acting devices, such as electronic
solenoids, require a finite time to move from a de-energized
state to an energized state. As shown in FIG. 11, a configura-
tion parameter 320 may store the minimum on time for each
output terminal 120 generating a PWM waveform.

The desired PWM waveform is generated in the processor
75 according to the application requirements. The desired
period, T, is read from memory 95 and the on time varied from
0-100% ofthe period, T. During operation, it may be desirable
to have an on time less than the minimum on time allowed as
set in the configuration parameters. For example, a controlled
process requires an output to be on for 1 second, but the
minimum on time is two seconds. Referring now to FIG. 7,
the first set of waveforms 190 illustrate the PWM waveform
generated when the extend cycle configuration parameter is
disabled. The first period, T1, may be for example 10 seconds.
The desired on time is 1 second, but the output terminal, Pt0,
remains off because the minimum on time is 2 seconds. Thus,
no PWM waveform is generated until the on time equals or
exceeds 2 seconds. In contrast, the second set of waveforms
192 illustrate the PWM waveform generated when the extend
cycle configuration parameter is enabled. A new period, T2,
for the PWM waveform is calculated. The period is extended
such that the new period, T2, is equal to the duration of the
original period, T1, times the ratio of the minimum on time to
the desired on time. According to this example, the period is,
therefore, extended to 20 seconds. The on time for the output
terminal is set equal to the minimum on time of 2 seconds. As
a result, a PWM waveform is generated that has the desired
ratio of on time to off time while satisfying the minimum on
time requirement 320 for the output terminal 120.

Referring next to FIG. 8, steps in a PWM waveform gen-
eration module 200 executing on the processor 75 in the
output module 46 as a function of configuration parameters
stored in memory 95 is illustrated. The steps are repeatedly
executed on a periodic basis for each of the output terminals
120 in the output module 46 configured to generate a PWM

20

25

35

40

45

55

10

waveform. At step 202, the PWM waveform generation mod-
ule determines whether the output terminal 120 is being com-
manded to generate a PWM waveform. If not, steps 228 and
230 determine whether the output terminal 120 has been
configured to execute all cycles and whether at least a portion
of the pulses have already been generated. If the output is
neither configured to execute all cycles nor have a portion of
the pulses already been generated, then no PWM waveform is
generated at that output. If the output is configured to execute
all cycles and a portion of the pulses have been generated, the
PWM waveform will continue to be generated until the
desired number of pulses has been generated.

If the output terminal 120 is commanded to generate a
PWM waveform, the duty cycle, or percent on time within
one PWM period, T, is determined at step 204. The on-time
may be of fixed duration and stored as a configuration param-
eter or it may be of a variable duration and generated by the
processor 75 according to the application requirements. At
step 206, the on time is compared to the minimum on time
320. If the on time is less than the minimum on time, PWM
waveform generation module determines whether the extend
cycle 314 configuration parameter is set, as shown in step
222. If the on time is less than the minimum on time and the
extend cycle 314 parameter is not set, no PWM waveform is
generated. If'the on time is less than the minimum on time and
the extend cycle 314 parameter is set, the period and on time
are adjusted as discussed above and shown in steps 224 and
226 and the PWM waveform is generated at step 216 as a
function of the new period and on time.

If the output terminal 120 is commanded to generate a
PWM waveform and the duty cycle is greater than the mini-
mum on time, the PWM waveform generation module con-
tinues at step 208 to determine whether the cycle limit con-
figuration parameter is set. If not, the PWM waveform
generation module begins generating a continuous PWM
waveform according to the desired duty cycle and period, T. If
the cycle limit configuration parameter is set, the PWM wave-
form generation module reads the desired number of cycles as
shown in step 210. The desired number of cycles may be fixed
and stored in a configuration parameter or variable and deter-
mined by the PWM waveform generation module according
to the application requirements. As shown in step 212, the
PWM waveform generation module increments a counter for
each pulse of the PWM waveform output. The PWM wave-
form generation module generates the PWM waveform until
the counter reaches the desired number of cycles as shown in
steps 214 and 216. If the counter reaches the desired number
of cycles and the command to generate a PWM waveform is
still on, the PWM waveform generation module exits without
generating further pulses, as shown in steps 214 and 218.
Once the command to generate a PWM waveform is
removed, the counter is reset such that the PWM waveform
generation module is ready to generate the desired number of
pulses when the command is re-enabled, as shown in step
220. Itis understood that the steps 200 illustrated in F1G. 8 are
representative of one embodiment of the PWM waveform
generation module and the steps may be rearranged, executed
in a varying order, or steps added or removed according to the
configuration parameters without deviating from the scope of
the invention.

It is further contemplated that each output terminal 120
may be configured to generate a pulse train output (PTO). The
waveform of a PTO is similar to that of a PWM waveform as
previously discussed, except that the PTO waveform is a
square wave having a fifty percent duty cycle. A second
output terminal 120 may be configured in cooperation with
each output terminal 120 configured to generate a PTO,
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where the second output terminal 120 defines a polarity, such
as forward/reverse or up/down, of the controlled object
receiving the PTO. The frequency, or rate at which pulses are
output, controls the rate at which the controlled object
responds to the PTO waveform. For example, a stepper motor
may receive the PTO waveform such that the motor incre-
ments a fixed amount in response to each pulse of the PTO
waveform. The direction of rotation is controlled by a direc-
tion signal generated by the second output terminal 120, and
the speed of rotation is controlled by the rate at which the
pulses are output from the first output terminal 120.

Each ofthe PWM waveforms and PTO signals may include
aprofile 400 stored in the memory device 95. As illustrated in
FIG. 12, the profile 400 may include an acceleration ramp
402, constant operating point 404, and a deceleration ramp
406. Optionally, any other profile 400 may be stored, includ-
ing but not limited to, a simple on/off profile or an s-curve
acceleration and deceleration profile. Configuration param-
eters stored in the memory device 95 define the profile 400,
including, but not limited to, the desired constant operating
point, the type of acceleration or deceleration ramp, the dura-
tion of the acceleration and deceleration ramps, and the dura-
tion of constant operation. Referring also to FIGS. 13 and 14,
an exemplary PWM waveform 408 and an exemplary PTO
waveform 410 are respectively illustrated to control a device
50 according to the profile 400 in FIG. 12. The PWM wave-
form 408 includes an acceleration ramp 402 in which the
period of the waveform remains constant but the duty cycle
increases. At the constant operating point 404, the period and
duty cycle of the PWM waveform remain constant. As illus-
trated, the duty cycle is 100%, meaning the output is shown as
fully on. As a result, the controlled device 50 will operate at
rated, or maximum, operation. Optionally, the duty cycle may
be less than one hundred percent but remain constant over
several periods to generate constant operation at a point less
than its maximum operating point. Finally, the PWM wave-
form 408 includes a deceleration ramp 406 in which the
period of the waveform remains constant and the duty cycle
decreases. The PTO waveform 410 includes an acceleration
ramp 402 in which the duty cycle remains fixed but the period
of the waveform decreases. At the constant operating point
404, both the duty cycle and the period of the PTO waveform
410 remain constant. During the deceleration ramp 406, the
duty cycle again remains constant but the period of the PTO
waveform increase.

By storing profiles 400 in the output module 46, simple
motion control tasks may be performed by the output module
46 rather than transmitting output signals from the processor
module 14 to the output module 46. Execution of the profiles
may be initiated by a status bit transmitted from the processor
module 14 or, as described below, directly from an input
signal transferred in a peer-to-peer connection from an input
module. It is further contemplated that a time offset configu-
ration parameter may be associated with each profile. Rather
than executing immediately upon receipt of the initiation
signal, the time signal from the clock 85 may be monitored
and execution may be delayed for the duration of the time
offset.

The output module 46 may be further configured to count
pulses generated by an output terminal 120 configured to
generate either a PWM or PTO waveform. Configuration
parameters define registers and/or variables used by each
counter, including, but not limited to a register for the accu-
mulated value of output pulses or for the On and Off setting of
watch windows. According to one embodiment of the inven-
tion, the output module 46 includes configuration parameters
that define a first and second watch window. Each watch

10

15

20

25

30

35

40

45

50

55

60

65

12

window includes separate On and an Off parameter. When the
accumulated value of output pulses reaches the value of
counts in the On parameter, the window is activated. The
window remains active until the accumulated value of output
pulses reaches the value of counts in the Off parameter. An
output terminal 120 may be configured to generate an output
signal 47 while one of the windows is active. Each watch
window may, for example, be used in cooperation with the
stored profile, to activate a second device during a portion of
the time a first device is being controlled by the profile. As an
example, the profile may control a motor that rotates a work
piece for one revolution. The watch window may activate a
blower, cutting device, printer, or any of a number of other
such devices to act on the work piece for a desired portion of
the revolution.

As the industrial controller network executes, conditions
may arise in the controlled machine or process or within the
control network that generate a fault condition. In some appli-
cations, it may be time consuming and costly to shut down
and restart the controlled machine or process in response to
every fault condition. Further, some fault conditions may
either be resolved directly or a redundant component may
take over for the faulted component, allowing the control
network to continue operating. Thus, the output module 46
may be configured to include an intermediate fault state,
allowing the industrial control network an opportunity to
recovery in the event of a fault condition.

Referring next to FIG. 11, the output module 46 includes a
set of fault handling configuration parameters 330 to control
how each of the output terminals 120 of the output module 46
respond under fault conditions. Each output terminal 120 is
configured to enter an initial state, as defined in the output
state during a fault mode column 334, when a fault condition
occurs. The output terminal 120 may switch to an off state, an
on state, or remain in its present state. Each output terminal
120 may is further configured to maintain this initial state for
a predefined time 336. According to one embodiment of the
invention, the duration of the intermediate state may be
between 0-10 seconds. Optionally, the output terminal may
be configured to remain in the initial fault state indefinitely, or
until the fault is cleared and normal operation resumes. Upon
completion of the duration of the intermediate state, each
output terminal 120 is further configured to enter a final fault
state 338. Again, each output terminal 120 may be configured
to switch to an off state, an on state, or remain in its present
state.

As previously discussed, some time delays may result from
locating output modules at a remote location from the pro-
cessor module 14. For example, a control program executing
in the processor module 14 requires input data from an input
module to determine the resultant state of an output terminal
120 in the output module 46. Delays may result, for example,
from the scan times of the input and output images at the
remote input and output modules and at the processor mod-
ule. Transmission and processing scan times may introduce
further delays between when the input signal changes state
and when the state of an output terminal 120 updated in
response to the input signal. Thus, each output module 46
may be configured to interface directly with other modules,
such as an input module 44.

Referring next to FIG. 9, the process for configuring peer-
to-peer communications and subsequent data transmission
according to one embodiment of the invention is illustrated.
The industrial control network includes at least one processor
module 14, output module 46, and input module 44. Initial
configuration of the input module 44 and the output module
46 is communicated from the processor module 14 via con-
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figuration communications 13 and 15, respectively. During
power up or another user initiated configuration sequence, the
processor module 14 transmits an initial configuration mes-
sage 13 to the input module 44 and another initial configura-
tion message 15 to the output module. The input module 44
sends a responsive configuration message 13 to the processor
module 14, establishing communications between the pro-
cessor and input modules, 44 and 14 respectively. The con-
figuration message 15 to the output module 46 identifies the
peer-to-peer relationship, defining the type of input module
44 to which the output module 46 is to connect and the data
structure for that input module 44. Optionally, the peer-to-
peer relationship may be established between the output mod-
ule 46 and any other type of module as long as the initial
configuration message 15 between the processor module 14
and the output module 46 defines the type of module and the
corresponding data structure therein. The output module 46
then generates an initial configuration message 17 to the peer
input module 44. The peer input module 44 sends a respon-
sive configuration message 17 to the output module 46, estab-
lishing communications between the input module 44 and the
output module 46. Upon successfully establishing the peer-
to-peer connection, the output module 46 generates a respon-
sive configuration message 15 to the processor module 14,
establishing communications between the processor module
14 and the output module 46 as well as indicating to the
processor module 14 that the peer-to-peer connection has
been established.

After completing the initial configuration sequence and
during normal operation, the processor module 14 periodi-
cally communicates with each of the input module 44 and the
output module 46. Messages 25 between the processor mod-
ule 14 and the output module 46 include, but are not limited
to, updates to the output table from the processor module 14
to the output module 46 and operating status between each
module. Similarly messages 21, 23 between the processor
module 14 and the input module 44 include, but are not
limited to, updates to the input table from the input module 44
to the processor module 14 and operating status between each
module. The output module 46 also receives messages 23
from the input module that provide the current state of the
input terminals 110 in the input module 44. In addition, a
heartbeat message 31 may be communicated between the
output module 46 and the input module 44 to verify that the
communication channel between the two modules remains
operational.

The output module 46 is configurable to generate an output
signal at one or more of the output terminals 120 as a function
of'the messages from the controller or from the input module,
25 or 23 respectively. An exemplary segment of a control
program 250 in “ladder logic” format is shown in FIG. 10.
Typically, the processor module 14 receives the state of input
signals 262 and sets/resets output signals 264 according to the
control program executing in the processor 70. The desired
state of these output signals 264 are, at least in part, the
content of the control data transmitted via messages 25
between the processor module 14 and the output module 46.
The output module 46 then generates output signals at the
output terminals 120 as a function of this control data from the
processor module 14. However, as previously discussed, scan
time delays and transmission delays may limit the rate at
which an output may be set in response to an input signal.

If an output module 46 is configured with a peer-to-peer
connection to an input module 44, an output signal may be
directly generated responsive to the input signal, increasing
the responsiveness of the output module 46. In the distributed
control network, both the input module 44 and the output

10

15

20

25

30

35

40

45

50

55

60

65

14

module 46 which are configured in a peer-to-peer connection
may be located at the same point on the controlled machine or
process but remote from the central processor module 14. In
fact, the input module 44 and the output module 46 may be
mounted in the same rack and share a backplane 62. A table in
the output module 46 may be configured to identify the
address of each device to which a peer-to-peer connection is
desired. The table further includes an entry for each output
terminal 120 in the output module 46 which identifies each of
the signals, either from an input module 44 or from the pro-
cessor module 14, that are used to generate the output signal
for that output terminal 120. The state of the input signals
(e.g., on, off, logical one, or logical zero) and the correlation
between input signals (e.g., logical AND or logical OR) are
also stored in the table. As a result, any of the output terminals
120 may be controlled by the processor module 14, an input
module 44, or a combination thereof. Optionally, an output
module 46 may be configured to receive communications
from an input module 44 mounted remotely via the network
connections 30, 32, 36, 38 or from multiple modules con-
nected locally, in the same rack, or remotely. By passing the
input signals directly to the output module 46 and generating
an output signal responsive to these input signals, the respon-
siveness of the output module 46 is improved.

The table storing the configuration of the output terminals
120 may be initially programmed directly via the operator
interface 20 or indirectly by a module executing in the pro-
cessing device 22 for the operator interface 20. Optionally,
the module may execute in the processing module 14 of the
industrial controller 10 or on any other processor suitable to
execute the module. Referring again to FIG. 10, an operator
may generate the control program 250 in the operator inter-
face 20 or at another programming terminal. Rungs 258, 260,
for example, receive inputs 262 used to generate output sig-
nals 264 for two of the output terminals 120 on an output
module 46. According to one embodiment of the invention,
the operator may directly enter the address and input signal
information in the configuration table for download to the
memory device 95 of the output module 46. According to
another embodiment of the invention, the operator may enter
all of the rungs 252-260 into the control program 250 and a
module executing on the operator interface 20 or remote
programming terminal identifies the input signals 262 and
output signals 264 on rungs 258 and 260 as belonging to an
input module 44 and output module 46 configurable for peer-
to-peer connection. The module may move the instructions
on rungs 258, 260 from the control program 250 to the con-
figuration table and establish the peer-to-peer connection
between the devices.

In cooperation with the configurable fault handling previ-
ously discussed, modules configured in the peer-to-peer con-
figuration may have additional fault configuration parameters
330 to those shown in FIG. 11. An input module 44 and an
output module 46 may be located remotely from the industrial
controller 10 and configured to generate output signals via the
peer-to-peer configuration. This configuration may control a
remote operation on a machine or process that is desirable to
maintain in the event the central industrial controller 10
exhibits a fault condition, for example, controlling a heater to
keep fluid in a dip tank at a desired temperature. Because the
control logic 258, 260 has been stored in the output module
46, the processor 75 in the output module 46 may continue to
execute and generate the output signals in response to the
communications 23 from the input module 44. A fault con-
figuration parameter allows each of the input module 44 and
the output module 46 to follow the fault state of either the
industrial controller 10 or the peer module to which it is
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connected. Thus, the remote operation may continue to
execute, which may speed recovery from a fault condition
occurring at the industrial controller 10.

According to another aspect of the invention, the output
module 44 is further configurable to receive override com-
mands which may, for example, test operation of the output
terminals 120 or of the peer-to-peer logic stored in the output
module 44. The override command may force an output ter-
minal 120 to a desired on or off state regardless of the state of
the control logic which otherwise generates output signals for
the output terminal 120. Optionally, the override command
may force the state of an input signal in the input table to a
desired on or off state regardless of the state of the physical
signal. As a result, if the output module 46 is configured in
peer-to-peer communications, one or more of the input sig-
nals from the peer input module 44 may be set in a desired
state. The override commands may, therefore, be used to test
operation of the output module 46 or the control logic con-
figured therein.

According to another aspect of the invention, the output
module 44 is further configurable to maintain a log of the
output signals generated for each output terminal 120. Each
output module 46 includes a clock circuit 85 synchronized to
a master clock, according to, for example, the IEEE-1588
clock synchronization standard. At predefined time intervals,
the state of each output terminal 120 is stored in the memory
device 93 along with a time stamp, corresponding to the
current time generated by the clock circuit 85. Optionally, the
state of each output terminal 120 may be stored in the memory
device 93, along with a corresponding time stamp, each time
the output signal 47 changes state.

According to one embodiment of the invention, each out-
putterminal 120 has a first-in, first-out (FIFO) buffer reserved
in the memory device 95. At each interval, the present state of
the output terminal 120 and a time stamp are stored in the
FIFO buffer. Once the buffer is full, for example, after fifty
entries, the oldest entry is overwritten. In this manner, a
circular buffer is established, storing the state of each output
terminals over the last fifty time intervals. Optionally, a single
time stamp may be stored, corresponding to the status of each
of'the output terminals. According to another embodiment of
the invention, the interval at which each output terminal is
stored may be configurable and saved in a configuration
parameter. Each of the FIFO buffers may be downloaded, for
example, to the operator interface 20 or another remote com-
puter. The entry having the earliest timestamp is identified
and the state of the output visually displayed over the stored
time interval. The data may be displayed, for example, as a
table or as a strip chart showing transitions with respect to
time. It is further contemplated, that multiple modules,
including input modules 44, output modules 46, or any other
module, may include a similar set of FIFO buffers. Because
the clock in each of the modules is synchronized to the master
clock, the data from multiple modules may be displayed over
corresponding time intervals. Each of the override and data
logging features may be used to reduce time and expense
involved with commissioning or maintenance of the indus-
trial control network.

This application incorporates by reference U.S. patent
application Ser. Nos. 13/443,591 and 13/443,537, filed on
even date with the parent application Ser. No. 13/443,623,
assigned to the same assignee as the present invention, and
entitled: Industrial Control System with Distributed Motion
Planning and Input Module for an Industrial Controller.

It should be understood that the invention is not limited in
its application to the details of construction and arrangements
of'the components set forth herein. The invention is capable of
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other embodiments and of being practiced or carried out in
various ways. Variations and modifications of the foregoing
are within the scope of the present invention. It also being
understood that the invention disclosed and defined herein
extends to all alternative combinations of two or more of the
individual features mentioned or evident from the text and/or
drawings. All of these different combinations constitute vari-
ous alternative aspects of the present invention. The embodi-
ments described herein explain the best modes known for
practicing the invention and will enable others skilled in the
art to utilize the invention

We claim:

1. An output module for an industrial controller, compris-
ing:

a plurality of output terminals configured to generate an

output signal;

amemory device configured to store a series of instructions

and a plurality of configuration parameters, wherein the
configuration parameters define at least one pulse width
modulated waveform and a fixed number of pulses; and

a processor configured to execute the series of instructions

to:

read the configuration parameters,

generate each pulse width modulated output waveform
as a function of the configuration parameters, and

output each pulse width modulated waveform at one of
the output terminals, wherein the configuration
parameters define at which of the plurality of output
terminals each pulse width modulated waveform is
output and at least one of the output terminals gener-
ates the pulse width modulated output waveform hav-
ing the fixed number of pulses.

2. The output module of claim 1 wherein the configuration
parameters define a minimum on time and a period for each
pulse width modulated waveform and wherein the processor
is further configured to:

determine a desired on time for each pulse width modu-

lated waveform,
compare the desired on time to the minimum on time,
generate a first pulse width modulated output waveform as
a function of the configuration parameters if the desired
on time is greater than or equal to the minimum on time,

generate a second pulse width modulated output waveform
as a function of the configuration parameters if the
desired on time is less than the minimum on time, and

output the first pulse width modulated output waveform
and the second pulse width modulated output waveform
at one of the output terminals.

3. The output module of claim 2 wherein the second pulse
width modulated output includes a second period and
wherein a duration of the second period is greater than a
duration of the period stored in the configuration parameter
and is determined as a function of a ratio between the mini-
mum on time and the desired on time.

4. The output module of claim 1, further comprising a
scheduling module stored in the memory device, wherein the
processor is further configured to execute the scheduling
module to assign a start of an on time for a first of the pulse
width modulated waveforms at a first time within a PWM
period and a start of an on time for a second of the pulse width
modulated waveforms at a second time within the PWM
period and wherein the start of the on time for the second
pulse width modulated waveform is set equal to an end of the
on time for the first pulse width modulated waveform.

5. An output module for an industrial controller, compris-
ing:
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a plurality of output terminals configured to generate an

output signal;

amemory device configured to store a series of instructions

and a plurality of configuration parameters, wherein the
configuration parameters define a minimum on time and
a period for at least one pulse width modulated wave-
form; and

aprocessor configured to execute the series of instructions

to:

read the configuration parameters,

determine a desired on time for each pulse width modu-
lated waveform,

compare the desired on time to the minimum on time,

generate a first pulse width modulated output waveform
as a function of the configuration parameters if the
desired on time is greater than or equal to the mini-
mum on time,

generate a second pulse width modulated output wave-
form as a function of the configuration parameters if
the desired on time is less than the minimum on time,
and

output the first pulse width modulated output waveform
and the second pulse width modulated output wave-
form at one of the output terminals.

6. The output module of claim 5 wherein the second pulse
width modulated output includes a second period and
wherein a duration of the second period is greater than a
duration of the period stored in the configuration parameter
and is determined as a function of a ratio between the mini-
mum on time and the desired on time.

7. The output module of claim 6 wherein the second pulse
width modulated output remains on for the minimum on time
regardless of the desired on time and wherein the duration of
the second period varies as the function of the ratio between
the minimum on time and the desired on time.

8. The output module of claim 5 wherein the configuration
parameters define at which of the plurality of output terminals
each pulse width modulated waveform is output.

9. The output module of claim 5 wherein the configuration
parameters define a fixed number of pulses and the processor
is further configured to generate at least one of the pulse width
modulated waveforms having the fixed number of pulses.

10. The output module of claim 5, further comprising a
scheduling module stored in the memory device, wherein the
processor is further configured to execute the scheduling
module to assign a start of an on time for a first of the pulse
width modulated waveforms at a first time within the period
and a start of an on time for a second of the pulse width
modulated waveforms at a second time within the period and
wherein the start of the on time for the second pulse width
modulated waveform is set equal to an end of the on time for
the first pulse width modulated waveform.
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11. An output module for an industrial controller, compris-
ing:

a plurality of output terminals configured to generate an

output signal;

amemory device configured to store a series of instructions

and a plurality of configuration parameters, wherein the
configuration parameters define a fixed number of
pulses for at least one pulse width modulated waveform;
and

a processor configured to execute the series of instructions

to read the configuration parameters and generate at
least one pulse width modulated output waveform hav-
ing the fixed number of pulses.

12. The output module of claim 11 wherein the processor
generates the pulse width modulated output waveform having
the fixed number of pulses in response to an input signal.

13. The output module of claim 11 wherein the configura-
tion parameters define a minimum on time and a period for at
least one pulse width modulated waveform and wherein the
processor is further configured to;

determine a desired on time for each pulse width modu-

lated waveform,
compare the desired on time to the minimum on time,
generate a first pulse width modulated output waveform as
a function of the configuration parameters if the desired
on time is greater than or equal to the minimum on time,

generate a second pulse width modulated output waveform
as a function of the configuration parameters if the
desired on time is less than the minimum on time, and

output the first pulse width modulated output waveform
and the second pulse width modulated output waveform
at one of the output terminals.

14. The output module of claim 13 wherein the second
pulse width modulated output includes a second period and
wherein a duration of the second period is greater than a
duration of the period stored in the configuration parameter
and is determined as a function of a ratio between the mini-
mum on time and the desired on time.

15. The output module of claim 11 wherein the configura-
tion parameters define at which of the plurality of output
terminals each pulse width modulated waveform is output.

16. The output module of claim 11, further comprising a
scheduling module stored in the memory device, wherein the
processor is further configured to execute the scheduling
module to assign a start of an on time for a first of the pulse
width modulated waveforms at a first time within a PWM
period and a start of an on tune for a second of the pulse width
modulated waveforms at a second time within the PWM
period and wherein the start of the on time for the second
pulse width modulated waveform is set equal to an end of the
on time for the first pulse width modulated waveform.
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